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Abstract The rheological properties of fresh concrete,
mortar or cement paste are among the most important
parameters when cementitious building materials are
placed. New material designs, like high or ultrahigh
performance concretes, include the addition of a high
volume of fibers to the fresh mix influencing its worka-
bility properties. However, the analysis of the rheolog-
ical properties of fiber reinforced cementitious com-
posites is difficult. Conventional methods mostly do
not apply, especially when a high fiber content and rel-
atively stiff mixtures are used. For this reason, a new
method was developed to evaluate the workability of
fiber reinforced composites. This method was applied
to carbon and PVA fiber reinforced high performance
composites and was used to optimize the rheological
properties of these composites for an application in a
centrifugation casting process.
Re´sume´ Les proprie´te´s rhe´ologiques de la paˆte de
ciment, du mortier et du be´ton frais font parties des
parame`tres les plus importants pour la mise en place
des mate´riaux cimentaires. De nouveaux concepts de
formulation, tels que les be´ton hautes ou tre`s hautes
performances, comprennent une adjonction d’un grand
volume de fibres qui influence l’ouvrabilite´. L’analyse
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des proprie´te´s rhe´ologiques de tels syste`mes est diffi-
cile. Les me´thodes conventionnelles ne sont pas appli-
cables, surtout quand les composites sont peu fluides
a` cause de leur teneur e´leve´e en fibres. C’est la raison
pour laquelle une nouvelle me´thode a e´te´ de´veloppe´e
pour e´valuer l’ouvrabilite´ des composites renforce´s de
fibres. Cette me´thode a e´te´ applique´e pour optimiser
les proprie´te´s rhe´ologiques de composites hautes per-
formances renforce´s de fibres de carbone et d’alcool
de polyvinyle pour un proce´de´ de fabrication par cen-
trifugation.
1. Introduction
The consistency or workability of the fresh mix-
ture is an essential property of mortar and con-
crete, an overview is given for example in [1, 2].
With the development of self compacting or high
performance concretes the rheological properties be-
came even more important. They are determined in
many different ways as shown by [3]. Some meth-
ods are based on the spread of the freshly mixed ma-
terial on a table when it is filled into a cone that
is lifted afterwards (EN 1015-3, EN 12350-3 etc.).
Others are based on the measurement of the time
required for the material to flow out of a recipient
(V-funnel acc. to [4], ASTM C939 (2002), ISO 2431
(02/1993)). These methods are relatively simple but
do not describe rheological properties in detail. The
application of much more sophisticated methods is
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necessary to characterize the whole flow behavior.
Rheometers controlling shear rate and measuring the
resulting stress or vice versa are used to character-
ize the flow behavior of particle suspensions. Different
measurement geometries (e.g., plate-plate, cylinder or
others like the ball measurement system) are possible.
Such methods mostly used for cement pastes also have
been adapted for concrete; a comparison of concrete
rheometers is given in [5, 6].
However, when adding fibers to concrete, mortar or
paste, the determination of the rheological properties
becomes difficult. The fibers may decrease the worka-
bility and lead to a much stiffer consistency by forming
a kind of skeleton blocking the free flow of the cement
matrix. Hence only a part of the material is sheared as
the yield stress is not exceeded homogeneously. Addi-
tionally thefibers may accumulate during measurement
and act as local disturbance.
The rheological characterization of the fiber rein-
forced composites is fundamental for the development
of adequate mixture composition for many applica-
tions. As an example the development of a fiber re-
inforced composite for building elements like pillars,
pylons and poles produced by a centrifugal casting
method [7] is described. In the centrifugation technique
a cylindrical mould is filled with the fresh mix, then
closed and finally rotated around its symmetry axis.
The conventional reinforcement of the concrete with
steel bars is expensive and time consuming. The steel
bars are susceptible to corrosion and hence rather thick
and heavy structural elements result. The application
of a fiber reinforced cementitious composite (FRC) or
mortar is a suitable alternative. Besides extraordinary
strength characteristics, a suitable FRC for this particu-
lar application also requires a very specific workability.
The mixtures should not be too liquid to be able to fill
the mould but not too stiff to be distributed evenly at the
surface of the mould through the resulting centrifugal
forces.
A blend of microfine cement and ordinary Portland
cement improves the rheological properties of the fresh
matrix and results in a very dense cement matrix with
excellent mechanical properties [8]. This optimized ce-
ment matrix was reinforced with different kinds of car-
bon or polymeric fibers. The rheological parameters of
the paste could be easily characterized by conventional
methods. For the fiber reinforced composite this was
not possible. A new method to characterize the fresh
Table 1 Chemical composition of the used cements
CEM I 42.5 N microfine cement
CaO/mass-% 62.8 45.3
MgO/mass-% 2.0 8.1
SiO2/mass-% 19.9 32.6
Al2O3/mass-% 5.4 9.9
Fe2O3/mass-% 2.8 0.6
Na2O/mass-% 0.13 0.3
K2O/mass-% 1.0 0.4
SO3/mass-% 2.8 2.6
L.O.I/mass-% 2.5 1.5
consistency of fiber reinforced composites was devel-
oped for this purpose.
2. Materials and methods
Portland cement CEM I 42.5 N according to European
Standard EN 197-1 and microfine cement were used as
part of the binder system as described in [8–10]. The
microfine cement had a medium grain size d50 = 2.5
μm and consisted to more than 80% of blastfurnace
slag. The chemical compositions of the cements are
given in Table 1.
For the measurement of paste rheology a rheome-
ter (Paar Physica MCR 300) in controlled shear rate
mode was used. It was equipped with a ball measur-
ing system, developed especially for cement pastes and
mortars [11–13]. It allows the measurement of suspen-
sions up to a maximum grain size of about 4 mm and
is also used in other fields of applications like debris
flow material [14]. The measuring principle is shown
in Fig. 1.
Instead of a laminar flow, as in other geometries like
plate-plate or cylinder, a displacement flow is caused
by an eccentrically rotating sphere. The sphere per-
forms about 3/4 of a full round with increasing rotation
speed through the sample during data acquisition of the
resulting torque.
According to [13] and also described in [14], the
governing equations of the ball measurement system
are as follows:
The movement of a sphere through a Newtonian
fluid for Reynolds numbers Re < 1 can be expressed
as:
F = 3 · π · η · v · D (1)
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Fig. 1 Principle of a
rheometer with a sphere
measuring system according
to Tyrach [13] (scheme
adapted from [14]).
where
F: force
η: dynamic viscosity of the fluid
v: velocity of the sphere
D: diameter of the sphere
Concerning non Newtonian fluids like particle sus-
pensions the assumption had been made that the Stokes
equation is also valid in that case.
The Reynolds number is defined as:
Re = v · D · ρ
η
< 1 (2)
where
Re: Reynolds number
ρ: fluid density
Torque and sphere velocity are given as:
M = F · Lh (3)
v = ω · Lh (4)
where
M: torque
Lh: distance between sphere and container center
ω: angular velocity
From equations (1), (3) and (6) the torque M1 is
given as:
M1 = 3 · π · η · ω · D · L2h (5)
An additional torque M2 results from self-rotation
of the sphere:
M2 = π · η · ω · D3 (6)
The total torque M is
M = M1 + M2 = π · η · ω ·
(
3 · L2h · D + D3
)
(7)
Dynamic viscosity is given as
η = τ.
γ
(8)
where
τ : shear stress
.
γ : shear rate
From equations (7) and (8) the linear relationships
for shear rate and shear stress can be derived.
.
γ = π · τ
M
· (3 · D · L2h + D3
) · ω = K.γ · ω (9)
τ =
.
γ
π · ω ·
1
3 · D · L2h + D3
· M = Kτ · ω (10)
This linear relationship was verified by [13] using
different polymer solutions. The proportional factors
are related to the geometry of the system (influence of
the thin ball holder, container wall and bottom etc.).
Their values for the applied geometry are given in
Fig. 1.
The ball measurement system has several advan-
tages compared to conventional systems (e.g., cylinder
or plate-plate), when used for building materials: wall
slip and shear induced sedimentation are minimized.
However it has to be kept in mind that the measuring
time at high shear rates is quite short so that a steady
state of flow might not be reached.
Pastes with a water/binder ratio of 0.20 were pre-
pared using an EN 196-1 type mortar mixer. 2 mass-%
of binder of a polycarboxylate type superplasticizer
(solid content 32%) were added. The time of mixing
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Table 2 Fiber properties
Carbon (PAN∗) PVA
Young’s modulus 228 GPa 40 GPa
Tensile strength 3.8 Gpa 1.6 GPa
Elongation at failure 1.5% 6.0%
Density 1.81 g/cm3 1.3 g/cm3
Diameter 7.2 μm 40 μm
Length 6.4 mm 6 mm
12 mm
∗based on polyacrylonitrile.
was 3 min at 62.5 rpm according to EN 196-3. Imme-
diately after mixing, a flow curve with shear rates from
0.01 s−1 to 100 s−1 was recorded. Apparent yield stress
and plastic viscosity were calculated according to the
Bingham model.
When fibers (see Table 2 for the properties of the
used fibers) are added to the above described cement
paste, the determination of the rheological parameters
with this method gets difficult. The same applies for
other rheological methods. Hence, for the evaluation of
the rheological properties of the fiber reinforced com-
posites, a new method has to be developed. It is based
on an active squeezing of the fresh material out of a ves-
sel. The measurement arrangement is shown in Fig. 2.
A conical measuring bob is moved at a constant veloc-
ity into a hollow cone filled with the fresh mixture. The
resulting force is detected in function of the displace-
ment. Alternatively, the force may be kept constant and
the displacement is measured, which could not be ap-
plied in this test setup. In this way, even very stiff and
high volume fiber composites can be analyzed.
The vessel allows an easy and well reproducible fill-
ing. The volume of the vessel and the opening angle was
chosen so that a representative material volume could
be measured. If necessary, the geometrical size may be
adapted in order to measure mixtures with larger max-
imum grain size or longer fibers. The opening angle
of 60◦ is a compromise between high filling volume, a
steady flow and the overall dimensions of the vessel.
In this test arrangement the material is flowing be-
tween two nearly parallel walls. Owing to the very
stiff consistencies of the studied mixtures, plug flow
is expected. An orientation of the fibers is unlikely.
This is a big advantage in comparison with an eval-
uation of rheological parameters in an extrusion test
arrangement [15]. The gap width between these walls
decreases starting from 50 mm to 5 mm when the mea-
Fig. 2 Test arrangement for the evaluation of the cone-
consistency.
suring bob is driven down. This increases the shear
stress and hence the observed force during the experi-
ment. Both the yield value and the plastic viscosity of
a material influence the result. The recorded force is an
integral of these parameters. A direct correlation to ab-
solute rheological parameters however is not possible
because of the complex flow geometry in the vessel.
Figure 3 shows a typical result. The measured force
is plotted in function of the displacement of the mea-
suring bob. The more the force curve is shifted towards
higher displacement, the better is the workability of the
mixture.
The velocity of the crosshead influences the result.
The faster the crosshead is lowered, the higher is the re-
sulting flow velocity of the material between the vessel
and the crosshead. For Newtonian or Bingham viscous
material this would lead to lower forces at the same
displacement of the measuring bob because of higher
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Fig. 3 Typical result from cone-consistency measurement and
qualification of consistency for centrifugation casting.
shear tension. In the case of thixotropic or structure vis-
cous material, the opposite may be the case, because
the inner structure of the material would be broken by
the faster movement. This later case actually was ob-
served with the highly packed microfine cement blend
(Fig. 4). This thixotropic character is ideal for a spin
casting process. For standard tests a speed velocity of
0.5 mm/min was chosen. This velocity lead to an op-
timal usage of the measurement range (displacement
and force).
The described method was applied to evaluate the
suitability of fiber reinforced composites for an appli-
cation in centrifugal casting technique [16,17]. This
is very important as prototyping is very time and ma-
terial consuming. Comparing the homogeneity of the
wall thickness of centrifuged prototypes (at centrifugal
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Fig. 4 Influence of the velocity of the measuring bob on the
cone-consistency (cement/microfine cement = 80:20; 1.0 vol.-
% carbon fiber).
acceleration higher than 15 g at smallest diameter) with
the cone-consistency, a criteria for good centrifugabil-
ity was defined: The force-displacement must cross the
region between 0.2 and 1 kN at a displacement between
40 and 50 mm (see Fig. 3, curve B and Fig. 5B). This
criterion was found comparing the consistency curves
with spun cast pipes of more than 20 different mixtures.
When the force-displacement curve misses this region
to the left side (see curve A in Fig. 3) the consistency
is too stiff, and no homogenous element is formed (see
Fig. 5A). Curve C in Fig. 3 shows a mixture that is too
liquid which may result in disintegration of the cen-
trifuged element due to a low green body strength (see
Fig. 5C), segregation or mould filling problems (the
mould generally has to be overfilled to reach critical
wall thickness).
The criteria for a good workability in the centrifugal
casting, depends to a certain extent on the centrifuga-
tion speed (e.g., the centrifugal acceleration). At high
speed somewhat stiffer consistencies may be used. The
force limit at 50 mm however should be left untouched.
To evaluate the reproducibility of the cone-
consistency test, the same mixture was prepared six
times. The force-displacement curves of six individual
measurements are plotted in Fig. 6. The reproducibil-
ity is very good. This mix was quite stiff, so that slump
flow could not be derived.
3. Results
The above described cone-consistency method is ap-
plied to a fiber reinforced composite based on a ce-
mentitious matrix containing microfine cement. The
rheological parameters (rheometer with ball measure-
ment system) of the pastes without fibers are plotted in
Fig. 7. The addition of microfine cement lowers yield
stress and plastic viscosity significantly. An optimum
is reached at 20 mass-% of microfine cement. The re-
duction is similar as with inert limestone filler (given as
comparison) and much stronger compared to microsil-
ica [18].
The mixture 80 mass-% Portland cement, 20% mi-
crofine cement and 2 mass-% of superplasticizer re-
ferred to binder serves as a standard matrix for the
following studies. When adding carbon fibers, the con-
sistency changes significantly so that it cannot be mea-
sured using conventional rheological measurements. It
is hence studied with the cone-consistency test setup.
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Fig. 5 (A) Appearance of a very stiff mixture after spinning (in-
homogeneous wall thickness). (B) Homogeneous wall thickness
after spinning. (C) Appearance of a very liquid mixture after
spinning (low green body strength, segregation, inhomogeneous
wall thickness).
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Fig. 6 Reproducibility of cone-consistency: 6 times the same
mixture (cement/microfine cement = 80:20; 1.8 vol.-% carbon
fiber).
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Fig. 7 Bingham parameters of the investigated cement pastes
(w/b = 0.20) with different filler contents (2% superplasticizer).
The influence of the water/binder ratio on a 1 vol.-%
(standard matrix) carbon fiber reinforced composite is
shown in Fig. 8. As expected, a higher w/b ratio leads to
a better fluidity. The w/b = 0.18 mixture is already too
fluid, missing the criteria for good centrifugal casting.
Increasing the carbon fiber content leads to very stiff
mixtures hardly fulfilling the criteria (see Fig. 9). An
increase in fiber volume of only 0.25 vol.-% changes a
too liquid mixture to an almost too stiff one. The reason
for this is the very high aspect ratio and the large sur-
face of the used carbon fibers. Thicker fibers certainly
would improve workability, but production of thicker
(PAN-) based fibers increases the price of thisfiber type
to a large extent.
A further possibility to increase workability of car-
bon fiber reinforced composites is the addition of poly-
mer dispersions to improve wetting properties of the
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Fig. 8 Influence of water/binder ratio on the cone-consistency
of mixtures with low carbon fiber contents (1 vol.-%).
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Fig. 9 Influence of carbon fiber content on the cone-consistency
of mixtures with a high fiber content.
fiber in the fresh cementitious matrix. Different poly-
mer types (properties see Table 3) were tested. Their ef-
fect at a dosage of 3 mass-% on the cone-consistency of
a 2 vol.-% carbon fiber reinforced composite (standard
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Fig. 10 Influence of the different polymer dispersions on the
cone-consistency of carbon fiber-composites (CEM I 42.5 N
80%, microfine cement 20%, superplasticizer 3%, w/b = 0.20,
carbon fibers 2 vol.-%).
matrix) is shown in Fig. 10. Good results are obtained
with polymers containing acrylic groups. Figure 11
shows the effect of the dosage of polymer S-2 (latex
suspension). A low polymer content does not improve
the cone-consistency very much, whereas the worka-
bility increases significantly with higher amounts.
Besides workability, strength performance is impor-
tant. Concerning polymer dispersions it depends on the
film forming ability that depends on the film forming
temperature.
The influence of the polymer S-2 with a low film
formation temperature on the strength properties of a
2 vol.-% carbon fiber reinforced composite (3 point
bending, span 80 mm, specimens 25 mm × 25 mm ×
100 mm) is shown in Fig. 12. The bending strength
increases with increasing polymer dosages. An opti-
mum is found at an additive content of 2–3 mass-%. At
Table 3 Properties of the studied polymer admixtures
Viscosity film formation glass formation particle
Composition mPa·s temperature ◦C temperature ◦C size μm
A-1 Copolymer of acrylonitrile and acrylic acid ester 30–50 50 70 0.1
A-2 Copolymer of acrylonitrile and methacrylic acid 500–1300 13 20 0.1
A-3 Copolymer of acrylic acid ester 5–35 55 72 –
A-4 Copolymer of acrylic acid ester and styrene 140–200 <1 −6 0.2
A-5 Copolymer of acrylic acid ester and styrene 140–200 <1 −6 0.2
P-1 Polyacrylate, ammonium salt 20–50 – – –
P-2 Polyacrylate, sodium salt 80–250 – – –
S-1 Dispersion based on styrene and butadiene 100–300 25 – 0.2
S-2 Dispersion based on styrene and butadiene 35–150 16 – 0.2
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Fig. 11 Effect of amount of polymer (S-2) on the cone-
consistency (CEM I 42.5 N 80%, microfine cement 20%, su-
perplasticizer 3%, w/b = 0.20, carbon fibers 2 vol.-%).
0 5 10 15 20
16
18
20
22
24
26
28
30
32
34
36
18
20
22
24
26
28
30
32
34
36
38
40
42
44
46
48
50
52
54
56
 bending strength
be
nd
in
g 
st
re
ng
th
 [M
Pa
]
polymer content [weight-%/binder]
 displacement
 
di
sp
la
ce
m
en
t a
t 1
kN
 [m
m]
Fig. 12 Influence of the amount of polymer dispersion (S-2) on
the cone-consistency and the flexural strength of CF-composites
(CEM I 42.5 N 80%, microfine cement 20%, superplasticizer
3%, w/b = 0.20, carbon fibers 2 vol.-%).
higher dosages the strength first decreases slightly. At
dosages higher than 15% a further strength gain is ob-
served. An explication for this behavior may be given
as follows: At lower content the polymer suspension
mayncrease workability and improve, owing to film
formation, the matrix-fiber bond. At higher content the
polymer could disturb the hydration process of the ma-
trix by confinement of the cement particles. This leads
to a strength loss despite a better workability. At much
higher dosages, the polymer itself is responsible for the
strength development and replaces partly the cement
paste and a polymer bonded composite results. How-
ever, both strength and workability can be improved
with high polymer contents, but the economical con-
siderations may favor the optimum at medium polymer
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Fig. 13 Effect of the amount of polymer on the compressive
strength of hardened composites (carbon fibers 2 vol.-%, A-3,
high film formation temperature).
contents. The effect of a higher film formation temper-
ature on carbon fiber reinforced composites is shown
with polymer A-3 and plotted in Fig. 13. While bend-
ing strength is also found to be slightly increased for
medium polymer content, higher contents do not lead
to an improvement. The compressive strength shows a
mostly negative effect of the polymer addition owing
to hindrance of cement hydration.
The fiber selection plays a crucial role concerning
the workability of fiber reinforced composites. Besides
surface properties (material, sizing), the geometry (e.g.,
surface area) is the decisive parameter. Hence using a
coarser fiber with higher affinity to cementitious sus-
pensions leads to a much better workability as is shown
in Fig. 14. Up to 5 vol.-% of a PVA fiber may be used
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Fig. 14 Influence of PVA-fiber content on the cone-consistency
(75% CEM I 42.5 N, 25% microfine cement, superplasticiser
2.5%).
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without missing the criteria for a good centrifugal cast-
ing ability at very low w/b ratio with the standard matrix
containing microfine cement.
4. Conclusions
The workability of fiber reinforced cementitious com-
posites, especially when used in the spun casting pro-
cess, is difficult to determine by conventional testing
methods like the flow table test or by rheological mea-
surements. However, there is a strong need for the de-
velopment of a consistency testing methods for this
kind of systems, because on-site application tests are
time consuming and expensive.
To solve this problem, a special testing setup—
the cone consistency test—was developed. A conical
measuring bob is moved with constant velocity into
a hollow cone containing the freshly mixed compos-
ite. The resulting force is recorded as function of the
displacement.
Comparing the obtained data with data from on-site
testing a criterion for mixtures suitable for the spun
casting process was developed. The reproducibility of
the cone consistency test revealed to be quite good, so
that the method can be used to optimizefiber reinforced
composites.
Using the cone consistency test, the influence of dif-
ferent fibers (type, dimensions) and of different poly-
mers on workability properties of the composites with
respect to the spun casting process could be character-
ized.
The results show that the cone consistency test is a
suitable method to characterize the workability prop-
erties of fiber reinforced cementitious composites. The
number of time consuming and expensive on-site ap-
plication tests can be reduced.
This method was applied to spin casting. In addition,
it might be useful for any other fabrication process that
requires stiff or high fiber volume mixtures, among
them compaction casting (pipes, thin cement boards,
pre-fabricated elements and other products), extrusion
[19] and pulltrusion processes [20]. Even earth-moist
cementituous mixtures might be characterized and their
rheological properties under pressure could be studied
with the described method.
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